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Die RAXIMO Lenkerendenspiegel können zur 
Montage wahlweise nach oben oder nach 
unten ausgerichtet werden.
Im Lieferumfang sind 14 – 16 mm Adapter 
für Alu Lenker und 16 – 18 mm Adapter für 
Stahl Lenker enthalten. 
Weitere Größen für Lenkerinnendurchmeser: 
12 – 14 mm, 14 – 16 mm, 16 – 18 mm, 
18 – 20 mm und 20 – 22 mm (1“-Lenker) 
erhältlich.

Achtung: Verwenden Sie immer die größt-
möglichen Adapter! (z. B.: bei einem Lenke-
rinnendurchmesser von 16 mm verwenden 
Sie den Adapter 16 – 18 mm.) Die Spiegel 
werden vormontiert geliefert.

Die Spiegel können wahlweise mit Endkap-
pen  oder den RAXIMO Lever Guards 
montiert werden. Die Endkappen  sind in 
9 Farben verfügbar, schwarz ist bereits vor-
montiert

Montage:
Schieben Sie den Spiegel mit den Halbteil-
adaptern in den Lenker und ziehen sie die 
Befestigungsschraube soweit an dass sich 
der Spiegel gerade noch bewegen lässt.
Nach Bedarf kann der Winkel am Gelenk 
verstellt werden. Bitte darauf achten dass 
die Schraube fest angezogen ist. 
Bei der Montage mit einem Lever Guard un-
bedingt den Mindestabstand zwischen Lever 
Guard und Brems- /Kupplungshebel von 15 
mm einhalten!

Spiegel auf Freigängigkeit prüfen!

EN

The RAXIMO handlebar end mirrors can be 
aligned either up or down for mounting.

Delivery includes 14 - 16 mm adapters for 
aluminium handlebars and 16 - 18 mm 
adapters for steel handlebars. 

Other sizes for handlebar inner diameter: 
12 - 14 mm, 14 - 16 mm, 16 - 18 mm, 
18 - 20 mm and 20 - 22 mm (1“ handlebars) 
available.

Attention: Always use the largest possib-
le adapter! (e.g.: with an inner handlebar 
diameter of 16 mm, use the 16 - 18 mm 
adapter.) The mirrors are delivered pre-
assembled.

The mirrors can be mounted either with end 
caps or the RAXIMO Lever Guards. The end 
caps are available in 9 colours, black is pre-
assembled.

Assembly:

Slide the mirror with the half part adapters 
into the handlebars and tighten the fixing 
screw until the mirror can just be moved.

The angle can be adjusted at the joint  as 
required. Please make sure that the screw 
is tight.

When mounting with a Lever Guard, please 
make sure that the minimum distance 
between Lever Guard and brake/clutch lever 
is 15 mm!

Check mirror for free movement!
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M6 x 75 mm 
Schraube/screw

Kunststoffscheibe/
Plastic disc

Spannkeile/Adapter (14 – 16 mm)

M6 Stoppmutter/ screw nut

Spannkeile/Adapter 
(16 – 18 mm)


